
Private Water Well Basics



Information about Your Well 

• Record the Locations 
(GPS)

• Water  Quality Tests

• Keep Well Logs 

• Registration or Permit 
with Groundwater 
Conservation District



Well Logs

• Well number

• Owner and location 
information

• Well construction 
and driller 
information

• Well testing data

• Geologic formation 



Well Siting Regulations 

50 feet from any septic tank, cistern, 
property boundary, and/or nonpotable well



Well Siting Regulations 

100 feet from a septic drain field or 
leach field



Well Siting Regulations 

150 feet from: 

• Pet shelter

• Livestock yard

• Feed storage facility

• Pesticide storage

• Fertilizer storage



Keeping a Safe Distance

Keep animals away that 
could contaminate your well

Not only protect well from 
damage by animals, but 
also keep a larger buffer 
from potential run‐off 

150 ft.



Don’t Get Carried Away !



• Contract a licensed driller

• Water Well Drillers and Pump Installers 
Administrative Rules 
 76.1000. Technical Requirements.  Locations and 
Standards for Completion for Wells (TDLR)

• Well Construction
 Ten feet of annular cement

 Sloping cement slab that extends 2 feet in all directions
 Casing extending 12 inches above land surface

Proper Well Construction 



http://www.license.state.tx.us/LicenseSearch



http://www.license.state.tx.us/LicenseSearch



The Finished Product – Drilled Well

(a) Wells shall be completed in accordance with the following 
specifications and in compliance with the local groundwater 
conservation district rules or incorporated city ordinances:



Why Does Well Construction Matter? 

• Poor construction can 
affect drinking water 
quality 

• Poor construction can 
contribute to groundwater 
pollution

• Proper construction can 
prolong the life and yield 
of the well and protect 
groundwater quality







• Well Casing 

• Grout

• Well Screen 

• Gravel Packs 





Gravel Pack



Protecting Your Pump 

Help your pump last longer
• Reduce cycling more than it needs
• Be aware of sediment issues 

Common Problems

• Rapid cycling
• Pump running excessively 
• Pump breaker trips 



Storage Tanks 



Low Yielding Wells

Several factors reduce well yield
• Lowered water table
• Development of scale
• Accumulation of bacteria







Graphics courtesy of USGS



How Wells Affect Aquifers: Cones of Depression 



Low Yielding Wells 



• Water Quality Problems 
• Well maintenance 
• Plugging abandoned wells
• Capping abandoned wells

Protecting Your Water Supply



Why Check for Fecal Coliform? 
• Indicator bacteria

 Indicates disease risk from 
other organisms that are 
pathogenic

• Cost effective

• MCL (maximum contaminant 
level) is 0 colonies/100 ml

• Test annually and each time 
the well is opened or repaired



Shock Chlorination
• Method of disinfecting a water well 
• Not a long term solution
• Should be done anytime well system is “opened” 
• Recommended to contract a licensed well driller 
• If homeowner does it, make sure to follow correct procedure

Treating Bacteria 



Iron and Manganese 

• Nuisance –unpleasant taste, 
odor, and color

• Secondary MCL:

 Iron = 0.3 mg/L

 Manganese = .05 mg/L

• Stains‐ Iron (reddish brown) 
Manganese (brownish black) 
on concrete, laundry, and 
plumbing fixtures



Iron and Manganese Treatment 
Treatment depends on type and 
concentration

• Initially clear, but particles form 
and settle out

• Water from tap has solid 
particles or has a tint

• Iron/manganese bacteria‐
reddish or black slime in toilet 
or faucets.

Treatment:  Phosphate injection, water softener, oxidizing filter, aeration/filtration, 
shock treatment and filtration



Hydrogen Sulfide 

• Colorless gas with a “rotten egg” odor
• Formed by sulfur‐ and sulfate‐reducing bacteria that can occur 
naturally in groundwater



Hydrogen Sulfide (H2S) Treatment

• Only in your hot water? 
 Problem might be caused by a chemical reaction with the 
magnesium control rod (anode) 

 Can be removed or replaced with an aluminum rod.
• Cause and concentration must be determined before 
appropriate treatment

 If from sulfur‐reducing bacteria, shock chlorination may treat. 
 If H2S naturally‐occurring in the groundwater, a carbon filter may 
treat. 

• Treatment depends on concentration
 Need to test



Brazos County Health Department Analyses



PRIVATE WELL TESTING

Irrigation and Livestock:  
• Texas AgriLife Extension Service Soil, Water and Forage 
Testing Laboratory (SWFTL) in the Dept. of Soil and Crop 
Sciences (http://soiltesting.tamu.edu/) 



PRIVATE WELL TESTING



• What is it? 
Unused for six consecutive months 
Or a non‐deteriorated well with casing, pump or has been capped 

• Why a problem? 
 Safety 
Nuisance

 Environmental 
 Legal  

• Who can plug the well?
 Licensed well driller
 Licensed pump installer
 Landowner

Abandoned Wells 



Abandoned wells can be pathways for pollutants



Abandoned Wells 



Abandoned Wells 



Who Should Plug the Well? 
A landowner may 
plug wells with 
less than 100 feet 
of standing water 
in the well.

But, a contractor may have better equipment and 
understanding of the geological conditions that affect how 
the well should be plugged.



Capping Abandoned Wells

• Under Texas law, the landowner is responsible for plugging 
abandoned water wells and is liable for any water 
contamination or injury that results

• Another alternative is to cap the well
 If the well is “non‐deteriorated” and in good condition



Three criteria for capping a well
• A cap must fit tightly and be properly sealed to prevent surface 
pollutants from entering well

• The cap should support 400 pounds to minimize the risk of a person 
falling into the well

• To protect children and animals, the cap should not be easily 
removed by hand and not easy to lift. 

Capping a Well 



 Locate well, septic tank, 
drain field

 Well construction 
records

 Always use a licensed 
driller 

 Proper separation 
 Well depth
 Well yield 

Water Well Construction Checklist 



Homeowner’s Maintenance Checklist 
 Annual test

 Check well cover 

 Keep hazardous material away

 Prevent backflow from outdoor 
faucets

 Landscaping ‐ keep slope away 
from well

 Beware of changes 

 Have your septic tank pumped

 Limit lawn and garden 
chemicals



• Keep all records 
Well log, water test, 
maintenance/repair information

• Do not use or store fertilizers, 
pesticides, oil or paint around well

• Keep area around the well clean 
and accessible

• Conduct a monthly, thorough visual 
inspection for cracks, cap, soil 
disturbance, flooding, damage

• Well inspection by a licensed well 
driller every 5 ‐10 years 

Well Maintenance Tips 



Resources on specific water quality issues available 
through: twon.tamu.edu and agrilifebookstore.org


